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IP-65 THICK WALL DIECAST ENCLOSURES

CODE W L H PROTECTION 
CLASS DESCRIPTION

SE-301 50 45 30 IP-65 Sealed Aluminum Enclosure

SE-303 90 36 30 IP-65 Sealed Aluminum Enclosure

SE-305 64 58 35 IP-65 Sealed Aluminum Enclosure

SE-307 98 64 34 IP-65 Sealed Aluminum Enclosure

SE-309 115 65 30 IP-65 Sealed Aluminum Enclosure

SE-311 115 65 55 IP-65 Sealed Aluminum Enclosure

SE-313 150 63 36,5 IP-65 Sealed Aluminum Enclosure

SE-315 125 80 40 IP-65 Sealed Aluminum Enclosure

SE-317 125 80 57 IP-65 Sealed Aluminum Enclosure

SE-319 115 90 55 IP-65 Sealed Aluminum Enclosure

SE-321 120,5 120,5 101,5 IP-65 Sealed Aluminum Enclosure

SE-323 148 108 75 IP-65 Sealed Aluminum Enclosure

SE-325 160 100 60 IP-65 Sealed Aluminum Enclosure

SE-327 160 100 81 IP-65 Sealed Aluminum Enclosure

SE-329 171 121 55 IP-65 Sealed Aluminum Enclosure

SE-331 158,5 158,5 101,5 IP-65 Sealed Aluminum Enclosure

SE-333 222 146 55 IP-65 Sealed Aluminum Enclosure

SE-335 222 146 82 IP-65 Sealed Aluminum Enclosure

• Standard sized aluminum injection enclosure
• ADC-12 aluminum alloy
• Design excluding the wall mounting and enclosure screws for
 protecting waterproofness
• Neoprene seals provides IP-65 protection class

• Natural aluminum color is standard, and can be painted to   
 requested color
• Stainless steel connecting screws
• Compatible with ROHS directive
• Imported product




