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CODE W L H PROTECTION 
CLASS DESCRIPTION

SE-401 89 35 30

SE-401-C 89 35 30 IP-65 With Seal

SE-402 60 55 30

SE-402-C 60 55 30 IP-65 With Seal

SE-403 80 55 25

SE-403-C 80 55 25 IP-65 With Seal

SE-404 114 64 30

SE-404-C 114 64 30 IP-65 With Seal

SE-405 114 64 55

SE-405-C 114 64 55 IP-65 With Seal

SE-406 114 89 55

SE-406-C 114 89 55 IP-65 With Seal

SE-407 120 100 35

SE-407-C 120 100 35 IP-65 With Seal

SE-408 140 100 75

SE-408-C 140 100 75 IP-65 With Seal

CODE W L H PROTECTION 
CLASS DESCRIPTION

SE-409 171 121 55

SE-409-C 171 121 55 IP-65 With Seal

SE-410 171 121 106

SE-410-C 171 121 106 IP-65 With Seal

SE-411 165 127 75

SE-411-C 165 127 75 IP-65 With Seal

SE-412 222 146 55

SE-412-C 222 146 55 IP-65 With Seal

SE-413 222 146 106

SE-413-C 222 146 106 IP-65 With Seal

SE-414 275 175 65

SE-414-C 275 175 65 IP-65 With Seal

SE-415 250 250 100

SE-415-C 250 250 100 IP-65 With Seal

• Aluminum injection enclosure in standard sizes
• ADC-12 Aluminum alloy material
• Optional seal provides IP-65 protection class
• Natural aluminum color, and can be painted to requested color

• 4 pcs M3.5 stainless screw is included
• Compatible with ROHS directive
• Imported product
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