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IP-67 EMI SHIELDED DIECAST ENCLOSURES

CODE W L H PROTECTION
CLASS OPTION

SE-510 96 96 45 IP-67 IP-67 EMI Shielded

SE-514 152 112 30 IP-67 IP-67 EMI Shielded

SE-518 96 96 67 IP-67 IP-67 EMI Shielded

SE-522 150 100 50 IP-67 IP-67 EMI Shielded

SE-526 192 96 45 IP-67 IP-67 EMI Shielded

SE-530 200 150 28 IP-67 IP-67 EMI Shielded

SE-534 152 112 55 IP-67 IP-67 EMI Shielded

SE-538 150 100 75 IP-67 IP-67 EMI Shielded

SE-542 192 96 67 IP-67 IP-67 EMI Shielded

SE-546 162 162 55 IP-67 IP-67 EMI Shielded

SE-550 200 150 50 IP-67 IP-67 EMI Shielded

SE-554 202 142 55 IP-67 IP-67 EMI Shielded

SE-558 162 162 80 IP-67 IP-67 EMI Shielded

SE-562 200 150 75 IP-67 IP-67 EMI Shielded

SE-566 202 142 80 IP-67 IP-67 EMI Shielded

SE-570 262 182 55 IP-67 IP-67 EMI Shielded

SE-574 274 173 66 IP-67 IP-67 EMI Shielded

SE-578 262 182 90 IP-67 IP-67 EMI Shielded

SE-582 274 173 100 IP-67 IP-67 EMI Shielded

•	 Aluminum injection enclosure in standard sizes
•	 ADC-12 aluminum alloy material
•	 Design excluding the wall mounting and enclosure screws for 	
	 protecting waterproofness
•	 Silicon seal provides IP-67 protection class

•	 Second cavity for EMC seal
•	 Optional conductive EMI/RFI knitted gasket
•	 Natural aluminum color, and can be painted to requested color
•	 Stainless lid connection screws
•	 Compatible with ROHS directive

• EMI SEAL (OPTIONAL)

• EMI SEAL                           • SILICON SEAL




